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Instructions for Sterilization

Newdeal Implants/Instrument Systems in Plastic (Radel®) Sterilization Trays
Each Newdeal® Sterilization Tray is intended to organize and store specific Newdeal implants and instruments. The implants and instruments within the organizing trays may be steam sterilized. The organizing tray is not intended to provide a sterile barrier. The trays must be enclosed in a wrapper validated as appropriate for this method of sterilization. Steam sterilization parameters are given for the following plastic trays (consisting of all implants and instruments):

Forefoot Set  

*See below for specific details
Kalix® 


Flat Foot Implant
Hallu®-Fix  

Screw and Plate/Reamer System
I.CO.S.™       

Ideal COmpression Screw System 

Calcanea® 

Calcaneal Fracture Plate

Large Uni-Clip®    
Dual-Compression Staples

NOTE:  These instructions are only for those implants and instruments enclosed in trays made of Radel® plastic.  Stainless Steel Newdeal® Sterilization Trays require a different set of sterilization instructions.

*  The user MUST disassemble the locking nuts for devices 119401 and 119403 within the Forefoot Set and place them in the base of the container prior to sterilizing.  Devices 119401:  90° Solustaple Holder & Impactor and 119403:  26° Solustaple Holder & Impactor are located in the middle level of the tray system. 
Sterilization Parameters 
The following sterilization parameters are recommended for the aforementioned trays:
	Method
	Cycle
	Temperature
	Duration
	Drying

	Steam
	Pre-vacuum

(wrapped)
	132°C

270°F
	9 minutes
	20 minutes

Minimum


These sterilization parameters assume that all instruments have been properly decontaminated prior to sterilization.  The parameters are validated to sterilize specific configurations as noted in the tray markings.  If other products are added to the tray or to the sterilizer, the recommended parameters may not be valid and new cycle parameters may need to be validated by the user.  The autoclave must be properly installed, maintained and calibrated.  

Validation Testing

Sterilization validation testing was performed according to AAMI TIR12: 2004:  Designing, Testing and Labeling Reusable Medical Devices for Reprocessing in Health Care Facilities and AAMI ST 81: 2004: Sterilization of Medical Devices – Information to be Provided by the Manufacturer for the Processing of Resterilizable Medical Devices.
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